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Types Floating and Trunnion Ball Valves

Ball Valves

Available in Floating and Trunnion types. These valves are full bore type and have been designed and manufactured for 
use in gas distribution and transport lines. 

The main features are as follows:

	 •	Antistatic	and	fire-proof	design

	 •	High	versatility	for	a	wide	range	of	different	applications

Floating Type

Full bore valve with cast steel body. Lever or gear operated.

Allowable pressure PS : up to 100 bar

Permissible inlet pressure Pe max : 100 bar

Flanged connections:

25 - 50 - 80 - 100 - 150 
1" - 2" - 3" - 4" - 6"

Flange rating: CL 150, CL 300, CL 600

Temperature: Working  -20 °C +60 °C

Trunnion Type

"Double Block and Bleed" full bore valve, with cast steel 
or forged body. Lever or gear operated.

Allowable pressure PS : up to 100 bar

Permissible inlet pressure Pe max : 100 bar

Flanged connections:

80 - 100 - 150 - 200 - 250 - 300 - 350 - 400 - 450 - 500 - 600 
3" - 4" - 6" - 8" - 10" - 12" - 14" - 16" - 18" - 20" - 24" 

Note: Up to DN 150 the valves are available only with forged 
steel body. 

Flange rating: CL 150, CL 300, CL 600

Temperature: Working  -20 °C +60 °C

Forged or cast steel body

Steel ball with nickel plating

PTFE gasket

Non-aggressive gases

Clean fluids

Applications

Technical 
Features

Materials
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Types Floating and Trunnion Ball Valves

“Trunnion” Type 

“Floating” Type 

Dimensions (mm)

DN
Operated 

by

CL 150 CL 300 CL 600

I A B C
D 

MAX
I A B C

D 
MAX

I A B C
D 

MAX

80 3" Gear 203 320 72 180 393 283 320 72 180 393 356 320 72 180 395

100 4" Gear 229 320 72 180 438 305 320 72 180 438 432 320 72 180 453

150 6" Gear 394 400 91 218 476 403 400 91 218 476 559 400 109 260 577

200 8" Gear 457 400 109 260 620 502 400 109 260 620 660 400 109 260 651

250 10" Gear 533 400 109 260 693 568 400 109 260 693 787 400 138 357 627

300 12" Gear 610 400 138 357 660 648 400 138 357 660 838 400 138 357 697

350 14" Gear 686 400 138 357 684 762 400 138 357 684 889 650 258 405 852

400 16" Gear 762 400 138 357 744 838 400 138 357 744 991 650 258 405 920

450 18" Gear 864 650 258 405 902 914 650 258 405 902 1092 800 150 505 1065

500 20" Gear 914 650 258 405 960 991 650 258 405 960 1194 800 150 505 1142

600 24" Gear 1067 800 150 505 1270 1143 800 150 505 1270 1397 800 180 555 1320

DN
Operated 

by

CL 150 CL 300 CL 600

I A B C
D 

MAX
I A B C

D 
MAX

I A B C
D 

MAX

25 1" Lever 127 200 150 165 200 150 216 200 150

50 2" Lever 178 250 200 216 250 200 292 400 200

80 3" Gear 203 320 72 180 384 283 320 72 180 384

100 4" Gear 229 320 72 180 438 305 320 72 180 438

150 6" Gear 394 400 91 218 563 403 400 91 218 563

GEAR OPERATEDLEVER OPERATED
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Weights (kg)

DN

“Floating” Type “Trunnion” Type 

CL 150 CL 300 CL 600 CL 150 CL 300 CL 600

Forged steel body
Forged steel 

body
Cast steel 

body
Forged steel 

body
Cast steel 

body
Forged steel 

body
Cast steel 

body

25 1" 6.5 7 10

50 2" 12 15 18

80 3" 25 40 25 22 33 30 65 55

100 4" 36 45 38 35 59 55 110 102

150 6" 75 115 78 74 125 118 245 232

200 8" 210 205 270 255 430 390

250 10" 340 322 390 370 760 710

300 12" 480 460 560 533 1010 960

350 14" 595 576 670 640 1850 1700

400 16" 890 864 1080 1030 2100 1970

450 18" 1350 1280 1610 1542 2980 2150

500 20" 1680 1600 2210 2100 3360 3250

600 24" 3650 3540 4435 4200 6000 5800


